
VT612UNI
TVI/AHD/CVI/ANALOGUE
Vandal-proof Eyeball Camera

MAIN FEATURES

• TVI/AHD/CVI/Analogue/ 4 in 1 camera

• 2.0 MP

• HD 1080P 

• TVI/AHD/CVI/Analogue

• 3.6mm Lens

• 20m IR Distance

• AGC, AWB, BLC, DNR

• 12v DC, 300 mA with IR on

• IP66

VT612UNI/B

VT612UNI/W

MODEL VT612UNI
Image Sensor 1/2.7” Suprax/Cmos Senso

Effective Pixels 1936(H)×1096(V)

Resolution 2.0Megapixel   1080P

Video Frame Rate
PAL: 25fps/1080P 

NTSC: 30fps/1080P

Electronic Shutter Auto: PAL 1/50-1/100, 000Sec;NTSC 1/60-1/100, 000Sec

Mini. Illumination 0.5Lux of F1.2(color) 0.01Lux of F1.2(B/W ) 0Lux when IR On

Video Output 1-channel BNC HDAHD high definition video output

Max. IR LEDs Length 20m, Smart IR

IR LEDs 18ps IR LEDS

Day/Night Auto/External/color/mono, with IR cut filter

S/N ratio >50dB

Noise Reduction 2D/3D DNR

Lens 3.6MM
General
Transmission Distance Over 300m via 75-3 coaxial cable
Power Supply DC12V±10%
Ingress Protection IP66
Power Consumption 300 mA with IR on
Working Environment ‘-10°C~+60°C / Less than 95%RH
Dimension(L×W×H) Φ94×69(H)mm
Weight 335gkg
Package 30 pcs /Carton, 59×36×20cm, 13kg

 


